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� Exceptional depth of 
colour 

� Odourless 

� Can be directly recoated 
with Nordik and all 
water-based finishes 

� Ideal for white or lumina 
gray finishing 

� All colours can be 
intermixed 

� Ideal for a full odourless 
water-based protection 

� Ideal for wood floors 
and large surface areas 

� Only for interior use 

DESCRIPTION 

COLORWOOD is a water-based polyurethane impregnating product, two component, easy-to-apply, ideal for large 
surface areas, wood floors in particular. It can be used on all types of wood floor, stairs, woodwork, furnitures, panels 
and artifacts. COLORWOOD gives the wood a uniform color, and it can be painted over with any filler or water based 
finishing without flaking problems.  

For white and lumina gray colour, use COLORWOOD with PRIMER COLORWOOD. Even on tannic woods, the 
combination of these two products avoid the creation of spots due to the of extraction of tannin,. 

COLORWOOD is available in 8 colors wood shades: white, lumina gray, steamed wood, ebony, walnut mansonia, 
rosewood, teak, wengè. 

COLORWOOD is availbale in plastic bottles of 1Lt + Idro 2 of 0.1Lt 

SURFACE PREPARATION 

� COLORWOOD should be applied on clean, bare wood, free of wax, floor sealers, impregnating or residues of 
previous coatings or pre-impregnating treatments. 

� Smooth uniformly the surface taking care that it does not leave marks. Wood must be prepared using abrasive 
paper 120 to the last step. 

� Do not use detergents, whiteners or wood floor cleaners. 
� Remove dust with a vacuum cleaner or anti-static cloth. 
� If you wish to use the white or lumina gray colours on tannic wood, it is necessary to apply a basecoat 

beforehand with PRIMER COLORWOOD. 

APPLICATION 

� Shake vigorously COLORWOOD with IDRO 2 mixture ratio 10:1 before using. 
� Shake the mixture vigorously immediately after adding IDRO 2. Mix thoroughly and use within 2 hours. After this 

period, mixture thickens and gradually becomes unusable. 
� No dilution is required. 
� Apply an even coat using a short-haired roller, or a brush for edges and small areas. Work evenly in the 

direction of the wood grain without overworking the stain. Do not re-soak the roller where has already been 
applied 

� It is recommendable to carry out this treatment from time to time on limited areas. 
� After application of COLORWOOD even out the coat quickly (within a maximum of 5 minutes) using a buffing 

machine equipped with white pad. Use white cotton cloth to clean corners and areas of difficult access. 
� In order to proceed quickly, especially on large surfaces, it is recommended to work in two people: once an area 

has been evened out with the product until the whole surface has been stained, the second person proceed to 
use a mono buffing machine. 

� Do not use a spray gun. 
� Wait for 6 hours and proceed directly with the application of Nordik or a  water-based finishing CARVER. 
� If COLORWOOD white or lumina gray need to be applied on tannic wood, in order to prevent the tannins on 

surface, it is imperative to use PRIMER COLORWOOD, wait for 2 hours and re-coat with COLORWOOD 
without sanding. 

� In all cases, never sand directly COLORWOOD. Always sand the first finish applied, taking care do not broke 
the film. 

� Normally a single coat of COLORWOOD is in most cases sufficient to achieve the desired effect, in case 
stronger effects are needed, apply a second coat of COLORWOOD after 6-8 ours of drying. 

Cycles and application methods different from those described here above must be verified previously. 
Suggested abrasives are referred to the use of a mono-brush. In case of a TRIO use grain 80÷100. 

COLORWOOD  Cod. MO5400 
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WARNINGS 

� It recommends acclimating and applying the product at a room temperature between +15°C and +35°C, with relative humidity between 
35% and 75%. 

� Follow carefully the recommended values. 

� Before treating tropical or dark woods, it is recommended to make a preliminary test to prevent unwanted color changes. 

� Do not leave metal objects (such as tools) in contact with the wood while drying. 
� Use the product in a very well-ventilated areas. 

TECHNICAL DATA 

(reported at a room temperature of  +23°C and relative air humidity of 65%) 
Mixture ratio with IDRO2 10 : 1 
Viscosity 12” F4 ± 2” F4 

Specific weight 1.05 ± 0.05 
pH 8.0 ± 1.0 
Pot life 2 hours 
Dry to touch (dust try) 30 minutes 
Recoating after / within 6/24 hours 
Average coverage per coat 15-18 m/liter 
Tools cleansing IDROCLEANER 
VOC (calculated on the product not catalyzed) (1999/13/CE) 0.5%
VOC (calculated on the catalyzed mixture 10:1) 42 g/l

Protect from frost! 

Do not throw any excess product on the ground or sewage system! 
The product will keep for at least of 12 months, if the original unopened container in stored in a cool and dry place. 

N.B.: The information contained in this technical leaflet is to the best of our knowledge and experience. Since the conditions of use are

beyond our control, no warranty is given or implied.
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